INTRODUCTION:
In this project we are going to build a cell phone controlled robot using 8051 microcontroller. Cell phone controlled robot runs over mobile DTMF technology. DTMF stands for Dual Tone Multiple Frequency. There are some frequencies that we use to create DTMF tones. In simple words by adding or mixing two or more frequencies we generate DTMF tone. These frequencies are given below:
[image: DTMF Frequency Group]
In given figure we can see two groups of different frequencies. When one upper and one lower frequencies mix together then a tone is created which is called Dual Tone Multiple Frequency.

On pressing ‘2’ robot moved forward
On pressing ‘8’ robot moved backward
On pressing ‘4’ robot moved left
On pressing ‘6’ robot moved right
On pressing ‘5’ robot moved stop 

For detecting DTMF Nokia 1100 Is the best cellphone..


Project has been made by the ECE students of the Mai Bhago polytechnic college, amritsar. The following students have been participated to make it possible under the supervision of Er. Parambir Singh Mattewal(HOD):
Harman Rajput 
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shikha
Manpreet kaur

Youtube video link:

https://www.youtube.com/watch?v=3jz5mxwtTRw
image1.png
697
Hz

770
Hz

852
Hz

941
Hz

1209
Hz

1336
Hz

1477
Hz

1633
Hz





